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CU-21F/22F/24F

SPECIFICATION

FREQUENCY RANGE POLAR PATTERN (1kHz/4kHz)

•CU-21F •CU-24F •CU-22F
Horizontal Horizontal Horizontal

Vertical Vertical Vertical

•CU-21F •CU-24F

•CU-22F

1kHz
4kHz

◆ Use 4” full-range of driver having excellent sound quality/articulation/durability
◆ Indoor type, 100V/70V line of high impedance model
◆ Use solid aluminum body and fl ame retarding grill
◆ Are installed harmoniously to interior architectural design using clean & simple 

design and silver color
◆ Providing 3 models to choose  10W / 20W / 40W power depending on the 

application

◆ Show the maximum feature of exclusive speaker unit with the 
use of high-performance matching transformer produced by 
Inter-M

◆ Easy input power selection through wiring
◆ Provide U-bracket which can be easily installed to street lamp 

and pole
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Model CU-21F CU-22F CU-24F
Type Single 4" Full-range Column Speaker Dual 4" Full-range Column Speaker Quad 4" Full-range Column Speaker
Driver 4"  x 1 4" x 2 4" x 4
Power Handling (AES) 10W 20W 40W

Input Power
100V 10/7.5/5/2.5W 20/15/10/5W 40/30/20/10W
70V 10/7.5/5/2.5W 20/15/10/5W 40/30/20/10W

Impedance
100V 1k/1.3k/2k/4kΩ 500/660/1k/2kΩ 250/330/500/1kΩ
70V 500/660/1k/2kΩ 250/330/500/1KΩ 125/160/250/500Ω

Power Selection By Wiring
Frequency Range(-10dB) 127Hz ~ 20kHz 137Hz ~ 20kHz 128Hz ~ 20kHz
Frequency Range(-20%) 100Hz ~ 20kHz 108Hz ~ 20kHz 94Hz ~ 20kHz
Sensitivity (1W/1m, 1kHz) 87dB 90dB 91dB
Maximum SPL[Cont] 97dB 103dB 107dB

Nominal Dispersion(HxV)
1kHz 205˚ x 154˚ 220˚ x 120˚ 208˚ x 60˚
4kHz 122˚ x 141˚ 103˚ x 33˚ 106˚ x 16˚

Input Connection Bi-Wired INPUT Line Direct Connection
Enclosure Material  Body : AL/Top, Bottom : Composite PP(GP-3152F), INSERT NUT
Enclosure Color Body : Silver/Top, Bottom : Black
Grille Material EGI 0.8T EGI 0.8T EGI 0.8T
Grille Color SILVER SILVER SILVER
Weight(Net) 1.8kg 3kg 4.65kg
Dimensions(Net, WxHxD, mm) 135 x 280 x 109 135 x 390 x 109 135 x 610 x 109 
Flame Resistant O O O
Included Accessories U Bracket
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CU-21FO/22FO/24FO

SPECIFICATION

FREQUENCY RANGE POLAR PATTERN (1kHz/4kHz)

•CU-21FO •CU-24FO •CU-22FO
Horizontal Horizontal Horizontal

Vertical Vertical Vertical

•CU-21FO •CU-24FO

•CU-22FO

1kHz
4kHz

◆ Use 4” full-range of driver having excellent sound quality/articulation/durability
◆ Outdoor type, 100V/70V line of high impedance model
◆ Use solid aluminum body and fl ame retarding grill
◆ Use titanium color which does not damage the landscape of outdoor facility 

and prevents the discoloration even for long time use with clean & simple 
design

◆ Excellent waterproof, moistureproof, and dustproof (IP34)
◆ Providing 3 models to choose  10W / 20W / 40W power depending on the 

application

◆ Show the maximum feature of exclusive speaker unit with the 
use of high-performance matching transformer produced by 
Inter-M

◆ Easy input power selection through wiring
◆ Provide exclusive knuckle bracket which enables the angle 

adjustment 30 degree downward and each 90 degree toward 
right and left
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Model CU-21FO CU-22FO CU-24FO
Type Single 4" Full-range Column Speaker Dual 4" Full-range Column Speaker Quad 4" Full-range Column Speaker
Driver 4"  x 1 4" x 2 4" x 4
Power Handling(AES) 10W 20W 40W

Input Power
100V 10/7.5/5/2.5W 20/15/10/5W 40/30/20/10W
100V 10/7.5/5/2.5W 20/15/10/5W 40/30/20/10W

Impedance
100V 1k/1.3k/2k/4kΩ 500/660/1k/2kΩ 250/330/500/1kΩ
100V 500/660/1k/2kΩ 250/330/500/1kΩ 125/160/250/500Ω

Power Selection By Wiring
Frequency Range(-10dB) 127Hz ~ 20kHz 137Hz ~ 20kHz 128Hz ~ 20kHz
Frequency Range(-20%) 100Hz ~ 20kHz 108Hz ~ 20kHz 94Hz ~ 20kHz
Sensitivity(1W/1m, 1kHz) 87dB 90dB 91dB
Maximum SPL[Cont] 97dB 103dB 107dB

Nominal Dispersion(HxV)
1kHz 205˚ x 154˚ 220˚ x 120˚ 208˚ x 60˚
4kHz 122˚ x 141˚ 103˚ x 33˚ 106˚ x 16˚

Input Connection Bi-Wired INPUT Line Direct Connection
Enclosure Material  Body : AL/Top, Bottom : Composite PP(GP-3152F), INSERT NUT
Enclosure Color Body : Light Brown/Top, Bottom : Black
Grille Material EGI 0.8T
Grille Color Light Brown
Weight(Net) 1.8kg 3kg 4.65kg
Dimensions(Net, WxHxD, mm) 135 x 280 x 109 135 x 390 x 109 135 x 610 x 109 
Weather Resistant IP34
Flame Resistant O O O
Included Accessories U Bracket
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CU-41F/42F/44F

FREQUENCY RANGEFREQUENCY RANGE

•CU-41F •CU-44F •CU-42F
Horizontal Horizontal Horizontal

Vertical Vertical Vertical

•CU-41F •CU-44F

•CU-42F

POLAR PATTERN (1kHz/4kHz)
1kHz
4kHz

◆ Use 4” full-range of driver having excellent sound quality/articulation/durability
◆ Indoor type, 100V/70V line of high impedance steel model
◆ Use solid aluminum body and flame retarding grill
◆ Are suitable to announcement and emergency broadcasting as well as BGM  

play with the feature of broad frequency response 
◆ Are installed harmoniously to the architectural design with light grey color
◆ Providing 3 models to choose  10W / 20W / 40W power depending on the 

application

◆ Show the maximum feature of exclusive speaker unit with the 
use of high-performance matching transformer produced by 
Inter-M

◆ Easy input power selection through wiring
◆ Provide exclusive knuckle bracket which enables the angle 

adjustment 30 degree downward and each 90 degree toward 
right and left
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SPECIFICATION

Model CU-41F CU-42F CU-44F

Type Single 4" Full-range Column Speaker Dual 4" Full-range Column Speaker Quad 4" Full-range Column Speaker

Driver 4"  x 1 4" x 2 4" x 4
Power Handling (AES) 10W 20W 40W
Input Power 100V 10/7.5/5/2.5W 20/15/10/5W 40/30/20/10W
Impedance 100V 1k/1.3k/2k/4kΩ 500/660/1k/2kΩ 250/330/500/1kΩ
Power Selection By Wiring
Frequency Range(-10dB) 166Hz ~ 20kHz 169Hz ~ 20kHz 194Hz ~ 20kHz
Frequency Range(-20%) 149Hz ~ 20kHz 149Hz ~ 20kHz 150Hz ~ 20kHz
Sensitivity (1W/1m, 1kHz) 135Hz ~ 20kHz 133Hz ~ 20kHz 130Hz ~ 20kHz
Maximum SPL[Cont] 111Hz ~ 20kHz 100Hz ~ 20kHz 97Hz ~ 20kHz

Nominal Dispersion(HxV)
1kHz 167˚ x 110˚ 176˚ x 103˚ 146˚ x 53˚
4kHz 69˚ x 83˚ 95˚ x 29˚ 70˚ x 15˚

Input Connector Bi-Wired INPUT Line Direct Connection
Enclosure Material AL Body/ABS top, bottom Cover
Enclosure Color Light Gray
Grille Material Metal Grille
Grille Color Light Gray
Weight (Net) 1.95kg 3.15kg 4.75kg
Dimensions (Net, WxHxD, mm) 156 x 300 x 129 156 x 400 x 129 156 x 600 x 129
Flame Resistant O O O
Certification KS
Included Accessories Wall Bracket
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CU-41FO/42FO/44FO

SPECIFICATION

FREQUENCY RANGE

•CU-41FO •CU-44FO •CU-42FO
Horizontal Horizontal Horizontal

Vertical Vertical Vertical

•CU-41FO •CU-44FO

•CU-42FO

POLAR PATTERN (1kHz/4kHz)
1kHz
4kHz

◆ Use 4” full-range of driver having excellent sound quality/articulation/durability
◆ Outdoor type, 100V/70V line of high impedance model
◆ Use solid aluminum body and flame retarding steel grill
◆ Are suitable to announcement and emergency broadcasting as well as BGM 

play with the feature of broad frequency response 
◆ Are installed harmoniously to the architectural design with light grey color
◆ Excellent waterproof, moistureproof, and dustproof (IP34)
◆ Providing 3 models to choose  10W / 20W / 40W power depending on the 

application

◆ Show the maximum feature of exclusive speaker unit with the 
use of high-performance matching transformer produced by 
Inter-M

◆ Easy input power selection through wiring
◆ Provide exclusive knuckle bracket which enables the angle 

adjustment 30 degree downward and each 90 degree toward 
right and left
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Model CU-41FO CU-42FO CU-44FO

Type Single 4" Full-range Column Speaker Dual 4" Full-range Column Speaker Quad 4" Full-range Column Speaker

Driver 4"  x 1 4" x 2 4" x 4
Power Handling (AES) 10W 20W 40W
Input Power 100V 10/7.5/5/2.5W 20/15/10/5W 40/30/20/10W
Impedance 100V 1k/1.3k/2k/4kΩ 500/660/1k/2kΩ 250/330/500/1kΩ
Power Selection By Wiring
Frequency Range(-10dB) 135Hz ~ 20kHz 133Hz ~ 20kHz 130Hz ~ 20kHz
Frequency Range(-20%) 111Hz ~ 20kHz 100Hz ~ 20kHz 97Hz ~ 20kHz
Sensitivity (1W/1m, 1kHz) 88dB 90dB 92dB
Maximum SPL[Cont] 98dB 103dB 108dB

Nominal Dispersion(HxV)
1kHz 167˚ x 110˚ 176˚ x 103˚ 146˚ x 53˚
4kHz 69˚ x 83˚ 95˚ x 29˚ 70˚ x 15˚

Input Connection Bi-Wired INPUT Line Direct Connection
Enclosure Material AL Body/ABS top, bottom Cover
Enclosure Color Light Brown
Grille Material Metal Grille
Grille Color Black
Weight(Net) 1.95kg 3.15kg 4.75kg
Dimensions(Net, WxHxD, mm) 156 x 300 x 129 156 x 400 x 129 156 x 600 x 129
Weather Resistant IP34
Flame Resistant O O O
Certification KS KS KS
Included Accessories Wall Bracket
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CU-7060/7120

SPECIFICATION

FREQUENCY RANGEFREQUENCY RANGE POLAR PATTERN (1kHz/4kHz)

•CU-7060 •CU-7120 •CU-7120
Horizontal Horizontal

Vertical Vertical

•CU-7060

1kHz
4kHz

20 SERIES 40 SERIES

60 SERIES
80 SERIES

9000 SERIES

7000 SERIES

4
20

6
20

130

130

19
5

19
5

◆ Use unit having excellent sound quality/articulation/durability
◆ Indoor type, 100V/70V line of high impedance steel model
◆ Available to reproduce not only announcement but also high quality music
◆ Providing 2 models to choose 60W / 120W power depending on the 

application
◆ Applying high performance matching transformer to maximize the 

characteristics of dedicated speaker driver

◆  Screw Terminal for easy installation and connection (attached)
◆  Provide dedicated wall bracket which can be adjustable up to 11 

degrees downward and left and right angles to 70 degrees.
◆  Built-in high-end tweeter which can reproduce clean and clear 

sound at high frequencies
◆  Wood enclosure

Model CU-7060 CU-7120

Type Dual 4" 2Way Column Speaker Quad 4" 2Way  Column Speaker

LF Driver  4"x 2  4"x 4
HF Driver 1"x 1 1"x 2
Power Handling (AES) 60W 120W
Input Power 100V 60/30W 120/60W

Impedance
100V 166/330Ω 83/166Ω
LOW 8Ω 8Ω

Power Selection By Terminal
Frequency Range(-10dB) 100Hz ~ 20kHz 95Hz ~ 20kHz
Frequency Range(-20%) 55Hz ~ 20kHz 70Hz ~ 20kHz
Sensitivity (1W/1m, 1kHz) 92dB 94dB
Maximum SPL[Cont] 111dB 116dB

Nominal Dispersion(HxV)
1kHz 140° / 100° 155° / 55°
4kHz 180° / 106° 70° / 20°

Input Connection 4P Screw Terminal
Enclosure Material 15T MDF Polyurea Coating
Enclosure Color Black
Grille Material EGI 0.8T
Grille Color Black
Weight (Net) 5.42kg 8.02kg
Dimensions (Net, WxHxD, mm) 130 x 420 x 195 130 x 620 x 195
Included Accessories Wall Bracket
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CU-9030/9060/9120

SPECIFICATION

FREQUENCY RANGE POLAR PATTERN (1kHz/4kHz)

•CU-9030 •CU-9060 •CU-9060
Horizontal Horizontal Horizontal

Vertical Vertical Vertical

•CU-9030 •CU-9120

•CU-9120

1kHz
4kHz

20 SERIES 40 SERIES

60 SERIES
80 SERIES

9000 SERIES

7000 SERIES
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◆ Use unit having excellent sound quality/articulation/durability
◆ Use solid aluminum body and flame retarding steel grill
◆ Integrated aluminum galvanized steel
◆ Suitable for emergency broadcasting, announcement broadcasting as well as 

BGM playback because of excellent voice transmission performance at a long 
distance

◆ Easy-to-install design in sophisticated colors
◆ Excellent waterproof, moistureproof, and dustproof (IP65)
◆ Prevents corrosion and discoloration deformation even when used for long time

◆ Providing 3 models to choose  30W / 60W / 120W power 
depending on the application

◆ Applying high performance matching transformer to maximize 
the characteristics of dedicated speaker driver

◆ Easy input power selection via rotary switch
◆  Provide dedicated wall bracket which can be adjustable up to 11 

degrees downward and left and right angles to 70 degrees.
◆ Built-in high-end tweeter which can reproduce clean and clear 

sound at high frequencies

Model CU-9030 CU-9060 CU-9120

Type Single 4" 2Way
Column Speaker

Dual 4" 2Way
Column Speaker

Quad 4" 2Way
Column Speaker

LF Driver 4" x 1  4" x 2  4" x 4
HF Driver 1" x 1 1" x 1 1" x 1
Power Handling (AES) 30W 60W 120W
Input Power 100V 30/15W 60/30W 120/60W
Impedance 100V 330/660Ω 166/330Ω 83Ω/166Ω
Power Selection Rotary Switch
Frequency Range(-10dB) 115Hz ~ 20kHz 105Hz ~ 20kHz 105Hz ~ 15.5kHz
Frequency Range(-20%) 80Hz ~ 20kHz 80Hz ~ 20kHz 70Hz ~ 20kHz
Sensitivity (1W/1m, 1kHz) 88dB 90dB 90dB
Maximum SPL[Cont] 106dB 110dB 112dB

Nominal Dispersion(HxV)
1kHz 180° / 175° 180° / 90° 160° / 60°
4kHz 130° / 110° 120° / 40° 100° / 20°

Input Connection Bi-Wired INPUT Line Direct Connection
Enclosure Material Top/Bottom/Body : AL
Enclosure Color Metal Brown(Light Brown)
Grille Material  EGI 0.8T / Zn-plating
Grille Color Metal Brown(Light Brown)
Weight (Net) 3.09kg 4.66kg 7.05kg
Dimensions (Net, WxHxD, mm) 160 x 320 x 125 160 x 450 x 125 160 x 650 x 125
Weather Resistant IP65
Flame Resistant O
Included Accessories Wall Bracket
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CU-20 시리즈

CU-60 시리즈

CU-80 시리즈

STEP 01 STEP 02

Wall Bracket_ CU-40 Series, CU-7000 Series, CU-9000 Series

U Bracket_ CU-20 Series, CU-40 Series

Accessories and Brackets
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The horizontal angle varies depending on 
the vertical downward angle of the wall.

Vertical 
maximum 11°
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PA Series PM SeriesUSB Mixing Amplifier USB Mixing Amplifier

PA-206 : 60W
PA-212 : 120W
PA-224 : 240W
Power : 70V, 100V Line, 8Ω

PM-236 : 360W
PM-248 : 480W
PM-260 : 600W
Power : 70V, 100V Line, 8Ω

Inter-M’s CU Series is all-round column speaker that can be used both indoor and outdoor such as educational, cultural, offi ce, 
and gym facilities. Our new CU Series is composed of 4 series 14 models, and provides clear voice delivery and high quality 
BGM playback. 
In addition, through a combination of CU Series column speaker and NPX system, users can adjust the sound parameter 
delicately with built-in DSP, which can improve CU Series column speaker’s sound quality. For example, users can control the 
refl ection sound from the ceiling or wall which allow the listener to have more clarity, and are able to set adequate sound at 
right time to avoid noise from crowd especially in shipping complex, train station, and airport, by scheduling function.
Ordinary frequency characteristics of CU-20 Series provide high clarity and sound quality, and the user can achieve even 
better sound by using NPX system’s built-in DSP.

<CU-20 Series Column Speaker Original Frequency Features> <Frequency features complementing the infl uence 
of the environment at the installation site>

DPS Series DPA SeriesDigital Power Amplifier Digital Power Amplifier

Single Digital Amplifier : DPS-240S/360S480S/720S
Dual Digital Amplifier : DPS-240D/360D/480D
Power : 70V, 100V Line, 8Ω

240/360/480/720W

Single Digital Amplifier : DPA-300S/600S/900S/1200S
Dual Digital Amplifier : DPA-300D/600D
Triple Digital Amplifier :DPA-300T
Quad Digital Amplifier : DPA-150Q/300Q
Eight Digital Amplifier :DPA-50E
Power : 70V, 100V Line, 8Ω
50/150/300/600/900/1200W

POWER

STBYAC DC

MIN

MAX

1

MIN

MAX

2

POWER

YC CSTBYAC Y DC

MIN

MAX

11

MIN

MAX

22

480D

DPS-480D

+ - G + - G
CH 2 CH 1

PGM INPUT
OUTPUT
VOLTAGE

70V100V

AC POWER
REMOTE

NAME LABEL

CH 2 CH 1

CAUTION : TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT 
REMOVE COVER. NO USER SERVICEABLE PARTS INSIDE. REFER 
SERVICING TO QUALIFIED SERVICE PERSONNEL.

WARNING : TO REDUCE THE RISK OF FIRE OR ELECTRIC SHOCK, 
DO NOT EXPOSE THIS EQUIPMENT TO RAIN OR MOISTURE.

ATTENTION : RISQUE DE CHOC ELECTRIQUE NE PAS OUVRIR.

OUTPUT
 LABEL

N.C

PRIORITY
VOLUME

MIN MAX

+ - G12 COM

PRIORITY
SW INPUT

N.C + - G12 COM

PRIORITY
SW INPUT

PRIORITY
VOLUME

MIN MAX

Recommended Amplifiers for Column Speakers

Use cases of digital audio matrix system of NPX system
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Note
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Note



SPEAKER
COLUMN  

Inter-M Corp. (IMK)
719, Dobong-ro, Dobong-gu, Seoul, Korea
Overseas Sales Team
Tel_ +82-2-2289-8141~7       Fax_ +82-2-2289-8149       E-mail_ overseas@inter-m.com		    www.inter-m.net

※ Design and specification are subject to be changed for the improvement of product quality without pre notice. 2020. 12.  V4


